


Pumping Depth: 

120 Ft. DTW*
 (37 Meters)

Supplied with 
• 130 feet of heavy duty 12 gauge wire. (Teflon Wire Upgrade Available).
• 1 Wrench.
• Disposable Low Flow Control Valve Included.  
• 1 Free Additional Motor Module.  

• Requires: Low Flow with Power Booster 2 “LCD” Controller (PA-10670).

ss monsoon

ss HURRICANE

Supplied with 
• 160 feet of heavy duty 10 gauge wire. 
• 1 Wrench.
• Disposable Low Flow Control Valve Included.    
• 1 Free Additional Motor Module.

• Requires: Low Flow with Power Booster 2.5 “LCD” Controller (PA-10675).     

Pumping Depth: 

150 Ft. DTW*
 (45.7 Meters)

Item No. PS-10400

Item No. PS-10415

Controller Sold Separately.

Controller Sold Separately.

Patent pending on all Stainless Steel Pumps with associated controllers.   Specifications subject to change without notice.

Perfect for Low Flow Sampling and Groundwater Purging

12 VOLT STAINLESS STEEL PUMPS

Easy To Read Voltage Output

Dial Adjust Flow Control
Sound Simple? We Think So.

Dimensions: 
1.82”O.D.x7.5” Length. 

Dimensions: 
1.82”O.D.x7.5” Length .   

Dial Adjust Flow Control
Sound Simple? We Think So.

Easy To Read Voltage Output

DTW Means Depth-To-Water.
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LOW FLOW WITH POWER 
BOOSTER 2 CONTROLLER

LOW FLOW with power 
booster 3 controller

power BOOSTER 2 Controller

Not Suitable for Low Flow Sampling

PERFECT for Low Flow Sampling

PERFECT for Low Flow Sampling

Item No. PA-10850

Item No. PA-10750

Item No. PA-10700

Specifications subject to change without notice.

Excluding Water Spout Line

• Consistent Voltage Regulation 
   Technology (CVRT).
• Controller is engineered with a
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect 
   circuitry (LVD).
• Use With the Engineered Plastic 
   Tsunami, Monsoon and Hurricane.
• Easy access External Fuse.
• Will not turn pump motors off.

• Consistent Voltage Regulation Technology (CVRT).
• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect circuitry (LVD).
• Use With the Engineered Plastic Tsunami, 
   Monsoon and Hurricane.
• Easy access External Fuse.
• Low flow sample down to 10ml per minute with 
   controller and disposable low flow control valve.
• Able to turn pump motors off.

• Consistent Voltage Regulation Technology (CVRT).
• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect circuitry (LVD).
• Use With the Engineered Plastic Mega-Monsoon.
• Easy access External Fuse.
• Low flow sample down to 10ml per minute with 
   controller and disposable low flow control valve.
• Able to turn pump motors off.

CONTROLLERS AND POWER BOOSTERS 
FOR ENGINEERED PLASTIC PUMPS
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• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates thermal overload protection.
• Use with proactive’s complete standard 
   pump line.
• Easy access External Fuse.
• Low flow sample down to 10ml per minute with 
   controller and disposable low flow control valve.
• Able to turn pump motors off.

low flow  with power 
BOOSTER 1 Controller

Not Suitable for Low Flow Sampling.

PERFECT for Low Flow Sampling.

LOW FLOW SAMPLING CONTROLLER

PERFECT for Low Flow Sampling.

CONTROLLERS AND POWER BOOSTERS 
FOR ENGINEERED PLASTIC PUMPS

power BOOSTER 1 Controller

Item No. PA-10600

Specifications subject to change without notice.

Excluding Water Spout Line

• Consistent Voltage Regulation Technology (CVRT).
• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect 
   circuitry (LVD).
• Use With the Engineered Plastic Mega-Typhoon.
• Easy access External Fuse.
• Will not turn pump motors off.

• Consistent Voltage Regulation Technology (CVRT).
• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect circuitry (LVD).
• Use With the Engineered Plastic Mega-Typhoon.
• Easy access External Fuse.
• Low flow sample down to 10ml per minute with 
   controller and disposable low flow control valve.
• Able to turn pump motors off.

Cigarette Lighter Adaptor

Item No. PA-10800

Item No. PA-10650
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LOW FLOW with power 
booster 1 “LCD” controller

PERFECT for Low Flow Sampling

LOW FLOW with power 
booster 2 “LCD” controller

LOW FLOW with power 
booster 2.5 “LCD” controller

Patent pending on all Stainless Steel Pumps with associated controllers.   Specifications subject to change without notice.

• Consistent Voltage Regulation Technology (CVRT).
• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect circuitry (LVD).
• Use with the SS-Mega-Typhoon.
• Easy access External Fuse.
• Low flow sample down to 10ml per minute with 
   controller and disposable low flow control valve.
• Able to turn pump motors off.

PERFECT for Low Flow Sampling

• Consistent Voltage Regulation Technology (CVRT).
• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect circuitry (LVD).
• Use with the SS-Monsoon.
• Easy access External Fuse.
• Low flow sample down to 10ml per minute with 
   controller and disposable low flow control valve.
• Able to turn pump motors off.

PERFECT for Low Flow Sampling
• Consistent Voltage Regulation Technology (CVRT).
• Controller is engineered with a 
   reverse polarity protection circuitry.
• Incorporates a current limitation circuitry 
   and thermal overload protection.
• Incorporates a low voltage disconnect circuitry (LVD).
• Use with the SS-Hurricane.
• Easy access External Fuse.
• Low flow sample down to 10ml per minute with 
   controller and disposable low flow control valve.
• Able to turn pump motors off.

Easy To Read Voltage Output

Dial Adjust 
Flow Control

Item No. PA-10660

Dial Adjust Flow Control

Easy To Read Voltage Output

Dial Adjust Flow Control

Easy To Read Voltage Output

Item No. PA-10670

Item No. PA-10675

CONTROLLERS AND POWER BOOSTERS 
FOR STAINLESS STEEL PUMPS
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12 VOLT BATTERIES 

38 AMp Battery

• Length: 7.69 in • Width: 6.50 in
• Height: 7.19 in • Weight: 29 lbs

100% longer lasting than a 
standard 12 volt car battery.

AGM Non Spillable Battery

Our 12 volt AGM non spillable Batteries are a totally sealed and maintenance free design. There are no 
discharge tubes or fillers caps, which eliminates the need to maintain water levels and offers no concern 
about acid leaks on valuable parts and accessories.

Batteries are able to ship Federal Express air or Federal Express ground**.
Slower self discharge rate (longer shelf life) means that these batteries can sit for extended periods of 
time without constant monitoring. A wet battery (car battery) discharges 15% a month, where our AGM 
batteries discharge only 2-3% a month. All our AGM Batteries are backed by a 6 month warranty.

Does not come with carrying handle!

Cigarette Lighter Plug -
Great for ProActive Pumps!
• Light Weight - Only 38 pounds.

• Heavy duty polyethylene 
   construction.

• Convenient handle 
   for easy portability.

• Reverse polarity protection.

• Overcharge protection.

• Built in light for night 
   time sampling.

• AC or DC recharging 
   options.

• Fuse Protected.

• Convenient On/Off Switch.

38 Amp Extended Life

mobile battery power pack

Proactive 38 Amp Mobile Battery Power Packs is a compact, 
durable and portable 12 volt system specifically designed for 
Proactive’s Standard and Water Spout pump line. This 
self-contained, rechargeable 12 volt system can very 
easily replace gas generators or your old car battery.

12 Volt Proactive AGM Batteries

 Specifications subject to change without notice.

100% longer lasting than a 
standard 12 volt car battery.

**Federal Express is a registered trademark of Federal Express Corporation.

Item No. PB-20010

Item No. PB-16070
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• Plug into 120 volt outlet to charge all Proactive’s 12 
   volt batteries.
• 12 volt 1 amp regulated dual stage smart battery  
    charger incorporates a charged and charging status   
    light letting you know when the battery is fully charged.
• Specifically designed for lead acid batteries.
• Designed for a variety of applications.
• Connector: Color coded alligator clips.
• 6 month  Warranty.

1 AMp Battery charger

• Carrying Handle for easy transport.
• Length: 10.25 in • Width: 6.13 in
• Height: 9.13 in • Weight: 55 lbs

310% longer lasting than a 
standard 12 volt car battery

AGM Non Spillable Battery

75 AMp Battery

• Carrying Handle for easy transport.
• Length: 12.0 in • Width: 6.63 in 
• Height: 9.06 in • Weight: 63.40 lbs

400% longer lasting than a 
standard 12 volt car battery

AGM Non Spillable Battery

90 AMp Battery

Carrying Handle for easy transport.
• Length: 9.0 in • Width: 5.44 in
• Height: 9.0 in • Weight: 39 lbs

200% longer lasting than a 
standard 12 volt car battery

AGM Non Spillable Battery

55 AMp Battery

12 VOLT BATTERIES 

 Specifications subject to change without notice.

Item No. PB-16080

Item No. PB-16090

Item No. PB-16100

Item No. PB-16000
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water spout ENGINEERED PLASTIC Pumps PUMPING DEPTH IN FEET

pump Model Item
No.

Optional
controller 3 10 20 25 30 40 50 55 60 70 85 90

Cyclone
with 35‘ of wire p-10100

low flow 
sampling 

controller
(PA-10800)

2.0
G.P.M 
12V.

1.0
G.P.M 
12V.

.35
G.P.M 
12V.

.25
G.P.M 
12V.

N/A N/A N/A N/A N/A N/A N/A N/A

mini-typhoon
with 50’ of wire 	p -10150

low flow 
sampling 

controller
(PA-10800)

2.5
G.P.M 
12V.

2.2
G.P.M 
12V.

2.0
G.P.M 
12V.

1.5
G.P.M 
12V.

1.0
G.P.M 
12V.

.25
G.P.M 
12V.

N/A N/A N/A N/A N/A N/A

typhoon
with 60’ of wire p-10200

low flow 
sampling 

controller
(PA-10800)

3.0
G.P.M 
12V.

2.3
G.P.M 
12V.

2.0
G.P.M 
12V.

1.5
G.P.M 
12V.

1.0
G.P.M 
12V.

.6
G.P.M 
12V.

.25
G.P.M 
12V.

N/A N/A N/A N/A N/A

tempest 
/ Twister

with 70’ of wire
p-10250

low flow 
sampling 

controller
(PA-10800)

3.2
G.P.M 
12V.

2.8
G.P.M 
12V.

2.2
G.P.M 
12V.

2.0
G.P.M 
12V.

1.75
G.P.M 
12V.

1.2
G.P.M 
12V.

.75
G.P.M 
12V.

.60
G.P.M 
12V.

.40
G.P.M 
12V.

N/A N/A N/A

mini-monsoon
with 80’ of wire p-10300

low flow 
sampling 

controller
(PA-10800)

4.0
G.P.M 
12V.

3.2
G.P.M 
12V.

2.8
G.P.M 
12V.

2.5
G.P.M 
12V.

2.2
G.P.M 
12V.

1.5
G.P.M 
12V.

1.0
G.P.M 
12V.

.75
G.P.M 
12V.

.60
G.P.M 
12V.

.25
G.P.M 
12V.

N/A N/A

TORNADO
with 90’ of wire

P-10330
low flow 
sampling 

controller
(PA-10800)

4.25
G.P.M 
12V.

3.75
G.P.M 
12V.

3.5
G.P.M 
12V.

3.25
G.P.M 
12V.

3.0
G.P.M 
12V.

2.5
G.P.M 
12V.

1.75
G.P.M 
12V.

1.25
G.P.M 
12V.

.75
G.P.M 
12V.

.50
G.P.M 
12V.

.35
G.P.M 
12V.

N/A

Standard ENGINEERED PLASTIC PUMPS PUMPING DEPTH IN FEET

PUMP MODeL Item
No.

Optional
controller 3 10 20 25 30 40 50 55 60 70 85 90

water spout 1
Top Inline Pump

1-Stage, 
with 3’ of wire*

	p -10000
Not Compatible 

with any of 
proactive’s 

controllers
N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

water spout 1
 Double 

 bottom booster
2-Stage, 

with 3’ of wire*

P-10010
Not Compatible 

with any of 
proactive’s 

controllers
N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

water spout 1 
complete

with 50’ of wire
	p -10020

Not Compatible 
with any of 
proactive’s 

controllers

2.5
G.P.M 
12V.

2.2
G.P.M 
12V.

2.0
G.P.M 
12V.

1.5
G.P.M 
12V.

1.0
G.P.M 
12V.

.25
G.P.M 
12V.

N/A N/A N/A N/A N/A N/A

water spout 2
Complete

with 70‘ of wire
p-10050

Not Compatible 
with any of 
proactive’s 

controllers

3.2
G.P.M 
12V.

2.75
G.P.M 
12V.

2.5
G.P.M 
12V.

2.25
G.P.M 
12V.

2.0
G.P.M 
12V.

1.5
G.P.M 
12V.

.75
G.P.M 
12V.

.50
G.P.M 
12V.

.25
G.P.M 
12V.

N/A N/A N/A

*Pump cannot be used by itself.

12 VOLT PUMP CHARTS

pump Model Item
No.

Optional
controller 10 20 40 60 80 100 120 140 160 180 200 220

ABYSS
with 230’ of wire p-10380

low flow 
sampling 

controller
(PA-10800)

1.15
G.P.M 
12V.

1.0
G.P.M 
12V.

1.0
G.P.M 
12V.

.85
G.P.M 
12V.

.85
G.P.M 
12V.

.80
G.P.M 
12V.

.80
G.P.M 
12V.

.75
G.P.M 
12V.

.75
G.P.M 
12V.

.70
G.P.M 
12V.

.70
G.P.M 
12V.

.50
G.P.M 
12V.

 DTW means Depth-To-Water.   Specifications subject to change without notice.
Pump test results were conducted with  a 12.5 volt source. 
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STAINLESS STEEL (SS) Pumps PUMPING DEPTH IN FEET

high performance ENGINEERED PLASTIC PUMPS PUMPING DEPTH IN FEET

PUMP 
MODeL

Item 
No.

Required
controllers

10 20 40 50 70 80 85 100 110 120 140 150 180 200

mega-
typhoon

with 90’
of wire

p-
10350

power booster 1 
(pa-10600) or low 
flow with power 

booster 1(pa-10650)

3.5
G.P.M 
12V.

3.1
G.P.M 
12V.

2.0
G.P.M 
12V.

1.5
G.P.M 
12V.

.5
G.P.M 
12V.

.25
G.P.M 
12V.

n/a n/a n/a n/a n/a n/a n/a n/a

Super 
Twister
with 90‘ 
of wire

P-
10275

Not Compatible with 
any of proactive’s 

controllers

2.5
G.P.M 
12V.

2.0
G.P.M 
12V.

1.50
G.P.M 
12V.

1.25
G.P.M 
12V.

.75
G.P.M 
12V.

.50
G.P.M 
12V.

.50
G.P.M 
12V.

n/a n/a n/a n/a n/a n/a N/A

Tsunami
with 110’ 

of wire

p-
10400

power booster 2
(PA-10700) or low 
flow with power 

booster 2
(PA-10750)

4.0
G.P.M 
12V.

3.8
G.P.M 
12V.

3.2
G.P.M 
12V.

3.0
G.P.M 
12V.

2.0
G.P.M 
12V.

1.5
G.P.M 
12V.

1.0
G.P.M 
12V.

.50
G.P.M 
12V.

n/a n/a n/a n/a n/a n/a

Monsoon
with 130’ 

of wire

p-
10500

power booster 2
(PA-10700) or low 
flow with power 

booster 2
(PA-10750)

4.4
G.P.M 
12V.

4.2
G.P.M 
12V.

3.5
G.P.M 
12V.

2.8
G.P.M 
12V.

2.1
G.P.M 
12V.

1.9
G.P.M 
12V.

1.6
G.P.M 
12V.

1.5
G.P.M 
12V.

1.25
G.P.M 
12V

1.0
G.P.M 
12V.

n/a n/a n/a n/a

Hurricane
with 160’ 

of wire

P-
10510

power booster 2
(PA-10700) or low 
flow with power 

booster 2
(PA-10750)

4.5
G.P.M 
12V.

4.0
G.P.M 
12V.

3.0
G.P.M 
12V.

2.75
G.P.M 
12V.

2.25
G.P.M 
12V.

2.0
G.P.M 
12V.

1.75
G.P.M 
12V.

1.35
G.P.M 
12V.

1.25
G.P.M 
12V

1.15
G.P.M 
12V.

.50
G.P.M 
12V.

.25
G.P.M 
12V.

n/a n/a

Mega-
Monsoon
with 210’ 

of wire

p-
10520

low flow with 
power booster 3

(PA-10850)

4.0
G.P.M 
12V.

3.75
G.P.M 
12V.

2.75
G.P.M 
12V.

2.5
G.P.M 
12V.

2.0
G.P.M 
12V.

1.75
G.P.M 
12V.

1.75
G.P.M 
12V.

1.65
G.P.M 
12V.

1.65
G.P.M 
12V.

1.5
G.P.M 
12V.

.65
G.P.M 
12V.

.50
G.P.M 
12V.

.30
G.P.M 
12V.

.15
G.P.M 
12V.

PUMP MODeL Item 
No.

required 
controller 10 20 30 40 60 70 80 100 110 120 130 150

SS-MINI MONSOON
with 90’ of wire

ps-
10405

Not Compatible 
with any of 
proactive’s 

controllers

1.75
G.P.M 
12V.

1.25
G.P.M 
12V.

1.25
G.P.M 
12V.

1.0
G.P.M 
12V.

.75
G.P.M 
12V.

.50
G.P.M 
12V.

.25
G.P.M 
12V.

n/a n/a n/a n/a n/a

SS-mega-typhoon
with 90’ of wire

PS-
10350

low flow with 
power booster 1 
“lcd” controller 

(PA-10660)

3.0
G.P.M 
12V.

2.75
G.P.M 
12V.

2.55
G.P.M 
12V.

2.0
G.P.M 
12V.

1.0
G.P.M 
12V.

.50
G.P.M 
12V.

.25
G.P.M 
12V.

n/a n/a n/a n/a n/a

SS-monsoon
with 130’ of wire

ps-
10400

low flow with 
power booster 2 
“lcd” controller

(PA-10670)

3.5
G.P.M 
12V.

3.25
G.P.M 
12V.

3.0
G.P.M 
12V.

3.0
G.P.M 
12V.

2.0
G.P.M 
12V.

1.75
G.P.M 
12V.

1.25
G.P.M 
12V.

1.0
G.P.M 
12V.

.50
G.P.M 
12V.

.25
G.P.M 
12V.

n/a n/a

SS-HURRICANE
with 160’ of wire

ps-
10415

low flow with 
power booster 

2.5 “lcd” 
controller
(PA-10675)

3.5
G.P.M 
12V.

3.25
G.P.M 
12V.

3.0
G.P.M 
12V.

3.0
G.P.M 
12V.

2.5
G.P.M 
12V.

2.0
G.P.M 
12V.

1.5
G.P.M 
12V.

1.25
G.P.M 
12V.

1.25
G.P.M 
12V.

1.0
G.P.M 
12V.

.85
G.P.M 
12V.

.50
G.P.M 
12V.

12 VOLT PUMP CHARTS

 DTW means Depth-To-Water .  Specifications subject to change without notice.
Pump test results were conducted with  a 12.5 volt source. 
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